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EN	 Mounting instructions

1.	� Insert the lens and turn it clockwise.

2.	� Drill holes in the ceiling according to the recom-
mended distance.

3.	� Connect the wires to the terminal blocks:
a)   Phase-cut

b)   Push dim 
	   DALI

Ensure that the luminaire is connected according 
to the specific control type you purchased.

4.	� Screw the mounting box to the ceiling (fastening 
elements are not included).

5.	� Connect the luminaire to the mounting box.

Before connecting the luminaire/
LED module to the driver, ensure 
that the driver is completely 
disconnected from the mains 
power supply. The driver must 
only be powered after the 
luminaire or LED module has 
been properly connected. 
Disregarding this instruction 
might damage or even destroy 
the luminaire/LED module.

Driver must be 
powered off before 
connecting the 
cables.
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6.	� Mount the luminaire to the mounting box and 
adjust the spot position. 
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3. Light source1. Driver 

This product contains a light source of energy 
efficiency class D. The light source is replaceable by 
Wästberg or by a professional with explicit authori-
sation. The driver is replaceable by the end user. For 
more information please contact your local Wastberg 
customer service point.

EN	 Dismounting instructions

Driver
1.	� Remove the luminaire from the mounting box and 

unscrew it from the ceiling.

2.	 Disconnect the wires to remove the driver.

Light source 
3.	� Pull out the lens by turning it counter clockwise 

and unscrew all parts to remove the light source.

Use gloves.
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SV	 Monteringsanvisningar

1.	� Sätt i linsen och vrid den medurs.

2.	� Borra hål i taket enligt rekommenderat avstånd.

3.	� Anslut kablarna till kopplingsplintarna:
a)   Fasavskärning

b)   Tryck på dim 
	    DALI

Se till att armaturen är ansluten enligt den 
specifika styrtyp du har köpt.

4.	� Skruva fast monteringsboxen i taket (fästelement 
ingår ej).

5.	� Anslut armaturen till monteringsboxen.

Innan armaturen/LED-modulen 
ansluts till drivdonet, se till att 
drivdonet är helt frånkopplat från 
elnätet. Drivdonet får endast 
strömförsörjas efter att armaturen 
eller LED-modulen har anslutits 
korrekt. Om denna anvisning 
inte följs kan armaturen/LED-
modulen skadas eller till och med 
förstöras. 

Drivrutinen måste 
vara avstängd 
innan kablarna 
ansluts. 
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6.	� Montera armaturen på monteringsboxen och 
justera spotens position.
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3. Ljuskälla1. Drivrutinen

Denna produkt innehåller en ljuskälla med energieffe-
ktivitetsklass D. Ljuskällan kan bytas ut av Wästberg 
eller av en professionell med uttryckligt tillstånd. 
Drivrutinen kan bytas ut av slutanvändaren.  
För mer information, kontakta din lokala Wastberg- 
kundtjänst.

SV	 Demonteringsanvisningar

Drivrutinen
1.	� Ta bort armaturen från monteringsboxen och skru-

va loss den från taket.

2.	 Koppla bort kablarna för att ta bort drivrutinen.

Ljuskälla
3.	� Dra ut linsen genom att vrida den moturs och 

skruva loss alla delar för att ta bort ljuskällan.

Använd 
handskar


